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Position stops on the rail 
before mounting the rail on the wall

To obtain the maximum weight capacity, all fasteners must be mounted securely into solid wood 
of studs or blocking within the wall or wood mounted to the face of the wall.

(x2)

Ø8(x 4)

M 6x30 (x 4)

10mm

H
+4

4m
m

(x5)

(x1)
3mm 4mm 5mm 6mm

ST4.8x50 (x 5) S 4.2x32 (x2)T

(x1)

Ø8(x2)Ø10(x5)

Ø10Ø8

Ø8

2438mm

500
mm

120
mm

500
mm

500
mm

500
mm

(x2)

(x1)

M6x10 (x10)

H+
54

m
m

 

10

45

120
mm

500
mm

500
mm500

mm500
mm

(x5)



9433-96 Top Mount Dual Wheel
Installation Instructions

310538

07/2016 Page 2 of 2Always visit www.hagerco.com for the latest Installation Instructions
HAGER COMPANIES 139 Victor Street, St. Louse, MO 63104 • (800) 325-9995

3
1 2

(x2) (x2)

4mm

6mm

3mm

54

6mm -1/4"

½  or 12.5mm

"

7 6

(x2)

50mm

100mm

(x2)

24mm
47

8

Remove

Reinstall


